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Introduction 
Citrix® NetScaler® optimizes the delivery of Web applicationsñincreasing 

security, improving performance, and expanding Web server capacity. This 

approach ensures the best total cost of ownership (TCO), security, availability, 

and performance for Web applications. The Citrix NetScaler solution is a 

comprehensive network system that combines high-speed load balancing and 

content switching with state-of-the-art application acceleration, layer 4-7 traffic 

management, data compression, dynamic content caching, SSL acceleration, 

network optimization, and robust application security to provide a single, tightly 

integrated solution. Deployed in front of application servers, the NetScaler 

significantly reduces processing overhead on application and database servers, 

resulting in reduced hardware and bandwidth costs. 

The purpose of this guide is to help you deploy NetScaler for load balancing 

Microsoft® Exchange 2010 Client Access servers. Configuration can be 

performed by using the web-based configuration utility or the command-line 

interface (CLI). 

Within the Exchange 2010 server architecture, a NetScaler is located in front of 

the Client Access servers with one single virtual IP address and balances the 

traffic across the Client Access server pool. Exchange client traffic is bound to a 

Client Access server through NetScaler. Each Client Access server within the 

Client Access server pool handles the server applications, security, authentication, 

and connection and protocol processing. The Mailbox server at the back end 

handles the mailbox data, such as mail and contacts. Therefore, the same client 

can be processed by any Client Access server in the pool at any given time.  

For readers less familiar with the architecture of Exchange 2010, Microsoft 

provides a useful overview at 

http://www.msteched.com/resources/Content_Files/exchange2010.pptx. 

Solution Requirements  
¶ Citrix NetScaler or Citrix NetScaler VPX 

¶ Microsoft Exchange 2010 Client Access Server, Server, Edge Transport 

Server and Hub Transport Server. (Note: One Exchange 2010 system can 

implement multiple server roles.) 

Prerequisites 
¶ Citrix NetScaler running version 9.0 build 61.9 or later (Quantity x 2 for HA)  

¶ Microsoft Exchange 2010 Client Access servers and other Exchange 2010 

components. 

¶ Client laptop/workstation running various Microsoft Exchange clients.  

ActiveSync will require Apple iPhone, handheld running Microsoft Windows 

Mobile or other Exchange-compatible software. 

http://www.msteched.com/resources/Content_Files/exchange2010.pptx
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In cases where it is impractical to deploy actual clients, you may be able to use 

Microsoftõs online Microsoft Exchange Server Remote Connectivity Analyzer to 

simulate the end-user protocols. That service can be found at 

https://www.testexchangeconnectivity.com/. 

Deployment Overview 
This deployment guide provides the NetScaler configuration for the front-end 

Microsoft Exchange 2010 Client Access servers and Edge Transport servers. 

This guide does not explain Microsoft Exchange server deployment or the 

components in the Client Access server or Edge Transport server deployments. 

Be sure to follow the Microsoft Exchange 2010 Planning guide to deploy the 

Exchange components. 

In accordance with the Microsoft Exchange Planning Guide, the NetScaler will 

parse the headers of all the incoming requests and decide which Client Access or 

Edge Transport servers to send the request. In addition, NetScaler provides 

security and protection for the Client Access or Edge Transport systems and 

increases server performance and efficiency. 

NetScaler can provide the following key benefits: 

¶ Improved L4 through L7 Performance. Provides 15+ gigabits per second 

(Gbps) throughput. 

¶ Maximum Feature Concurrency. Supports complex policies by using features 

such as compression, content switching, and application firewall. 

¶ Accelerated Application Response. Provides advanced compression, TCP 

optimization, and static and dynamic caching to speed application 

performance. 

https://www.testexchangeconnectivity.com/
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¶ Integrated Application Security. Provides an application firewall feature to 

block attacks against Web applications. 

¶ Improved Datacenter Efficiency. Accelerates datacenter performance by 

offloading compute-intensive TCP connection set-up and teardown 

operations. NetScaler supports Secure Socket Layer (SSL) key generation and 

bulk encryption to improve server efficiency. 

Follow the specific instructions in this guide for configuring a load balancing 

setup for the Client Access server components. Load balancing improves server 

fault tolerance and end-user response time. The load balancing feature distributes 

client requests across multiple servers to optimize resource utilization and 

improve server performance. NetScaler uses load balancing criteria to accelerate 

the application response time by forwarding each client request to the server best 

suited to handle the request when it arrives. The load balancing feature provides 

traffic management from Layer 4 (TCP and UDP) through Layer 7 (FTP, HTTP, 

and HTTPS). 

The basic building blocks of a typical load balancing configuration are services 

and load balancing virtual servers. The services represent the applications on the 

servers. The virtual servers abstract the servers by providing a single IP address 

to which the clients connect. To ensure that client requests are sent to a server, 

you must create services for every server and bind the services to the virtual 

server. To connect to a NetScaler appliance, clients use the IP address of the 

virtual server and the virtual IP address (VIP). When the NetScaler appliance 

receives client requests on the VIP, it sends the requests to a server determined 

by the load balancing algorithm. Load balancing uses a virtual entity called a 

monitor to track whether a specific service (server plus application) is available to 

receive requests. By default, the NetScaler binds a monitor to each service. 

Alternatively, you can create customized monitors to suit your requirements. 

To configure load balancing, you typically need to perform the following steps: 

¶ Create customized monitors to track the health of the back-end servers 

(optional). 

¶ Create services that represent applications on the back-end servers. 

¶ Create a virtual server to abstract the back-end servers. 

A load balancing setup can be configured by using the following NetScaler user 

interfaces: 

¶ Configuration utility. You connect to the configuration utility using a web 

browser. The Java Runtime Environment (JRE) 1.4 or greater is required on 

the client system running the web-based configuration utility. The 

configuration utility runs as a Java application. 

¶ Command-line interface (CLI). You connect a workstation or laptop 

computer to the NetScaler by using the supplied serial cable, and then 

connect to the CLI by using terminal emulation software. You can also use 
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secure shell (SSH) to access the CLI via IP when configuring a physical or 

virtual NetScaler. 

Note: This guide provides configuration instructions by using the configuration 

utility. Many configuration sections also include a summary of NetScaler 

commands. 

To launch the configuration utility 

¶ Connect the NetScaler to a management workstation or network. 

¶ Open a browser and type: http://<IP address of the NetScaler> 

¶ Type the appropriate user name and password in User Name and Password, 

respectively. By default, the user name and password are nsroot. 

¶ In Start in, select Configuration. 

¶ Click Login. 
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Network Diagram 

A NetScaler appliance resides between the clients and the Client Access and 

Edge Deployment servers, so that client requests and server responses pass 

through it. The NetScaler ensures optimal distribution of client traffic by the way 

it directs client requests. You can segment application traffic according to 

information in the body of an HTTP or TCP request, and on the basis of L4-L7 

header information, such as URL, application data type, or cookie. Numerous 

load balancing algorithms and extensive server health checks provide greater 

application availability by ensuring that client requests are directed to the 

appropriate servers. The following network diagram illustrates the Citrix 

NetScaler deployment in a typical Exchange 2010 enterprise deployment. 

Requests originate from the clients and go through the NetScaler to the Client 

Access servers. Client Access servers get all the information from the backend 

Exchange components and respond to the incoming request. 

NetScaler Deployment 
The following sections provide instructions for configuring the NetScaler for 

Client Access servers and Edge Transport servers. 

Client Access Server  

The Client Access server role is one of five distinct server roles for Exchange 

2010. The Client Access server role accepts connections to your Exchange 2010 

server from different clients. Software clients such as Microsoft Outlook Express 

and Eudora use POP3 or IMAP4 connections to communicate with the 
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Exchange server. Hardware clients, such as mobile phones, use ActiveSync, 

POP3, or IMAP4 to communicate with the Exchange server. You must install 

the Client Access server role in every Exchange organization and every Active 

Directory site that has the Mailbox server role installed. 

This deployment guide provides instructions on how to configure NetScaler to 

handle connections from the following clients to the Client Access servers: 

¶ Outlook Web App in Exchange 2010. Provides access to e-mail from any 

Web browser. Outlook Web App has been redesigned in Exchange 2010. 

Features such as chat, text messaging, mobile phone integration, and 

enhanced conversation view, provide an enhanced user experience from any 

computer that has a web browser. 

¶ Microsoft Exchange ActiveSync client applications. Synchronizes data 

between your mobile phone and Exchange 2010. You can synchronize e-

mail, contacts, calendar information, and tasks. 

¶ Microsoft Outlook Anywhere. Allows Exchange access through the 

Microsoft Outlook 2010 client by tunneling Outlookõs MAPI protocol over 

an HTTP connection. (This was formerly known as RPC over HTTP. The 

protocol still functions by wrapping remote procedure calls inside the HTTP 

layer, only the name has changed.) 

¶ Post Office Protocol (POP3) and Internet Message Access Protocol 

(IMAP4). Allows online and offline access to mail by non-Outlook mail 

clients. 

¶ RPC Client Access. Provides access to Exchange mailboxes through MAPI 

(Messaging API), but in Exchange 2010, moves the connectivity point from 

the Mailbox server role to the Client Access server. Note: The Mailbox and 

Client Access server roles may be implemented in the same Exchange 

machine. 

The following table from the Microsoft planning guide provides information on 

the ports that are utilized for Client Access servers. The VIP Port is the virtual IP 

address that you choose to assign to your NetScaler. This is the address that 

client systems will communicate with. It is NOT the physical IP address of the 

Exchange system. 
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Ports and Protocols Used by Exchange 2010 Clients 

Client Access server role VIP Port Server Port Protocol Notes 

Outlook Web App  443 80 HTTPS  

Active Sync 443 80 HTTPS  

POP3 995 110 TCP  

IMAP4 993 143 TCP  

RPC Client Access Any Any TCP  

Outlook Anywhere 443 80 HTTPS  

Configuring NetScaler for Outlook Web App (OWA) 

This section covers the configuration steps for load balancing Client Access 

servers for OWA clients. As illustrated in the earlier òNetwork Diagramó section, 

a typical OWA request comes in from the Internet through the DMZ and gets 

terminated at the NetScaler.  

NetScaler performs the following functions on the request: 

¶ Terminates SSL connection and performs SSL decryption. This reduces CPU 

load on the Access Client servers enabling them to handle more client 

requests.  (Exchange will need to be reconfigured so as NOT to require SSL 

when processing traffic via NetScaler.) 

¶ Check health of the Access Client servers. This increases availability of the 

servers. 

¶ Load balances multiple Access Client servers to handle OWA requests 

efficiently to ensure high availability of the Access Client servers. 

¶ Compresses traffic to decrease response times. 

Creating Services for OWA 

If any of the menu items are unavailable, be sure the appropriate features are 

selected by navigating to System > Settings and click Change basic features. The 

NetScaler should have at least the roles indicated in the following screen shot. 
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The first step in the configuration process is to identify Client Access servers that 

are ready to handle OWA connections and add them as services as shown below.  

Navigate to Load Balancing > Services, click Add, and enter the values as shown 

in the screen shot. Please note that the IP address that you enter for òServeró will 

be the IP address of your Exchange Server. Select the monitor and click Add to 

bind the http monitor to the service. 

Enable compression on each service by clicking advanced tab and selecting the 

Compression check box. 

You will need to repeat the steps above for each Exchange Client Access server 

that you want to load balance. 
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Import SSL certificate 

Because the NetScaler will be terminating the SSL connections on behalf of the 

Exchange system (offloading that burden), the NetScaler will need an SSL 

certificate imported into its system for use in this role. We assume that the 

certificate is available to the user.  

If you are planning to utilize a certificate from the Exchange system, follow these 

instructions to export the certificate file.  

On your Exchange System, open the Exchange Management Shell and input the 

command òGet-ExchangeCertificate.ó This will output a description of all SSL 

certificates for the specified Exchange services. 

Use these three commands to generate a file òhtcert.pfxó from the certificate 

with the thumbprint specified by the hex string. When prompted, enter a user 

name and password, which will be used for importing into the NetScaler. Then, 

transfer the file to the system being used to access the NetScaler. 

On the NetScaler, navigate to SSL, and click Import PKCS#12 in the details 

pane. Provide the required information. The output file name being its 

representation on the NetScaler. 
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Click OK, and then navigate to SSL > Certificates and click Add. Provide the 

information, using the above screen shot as a guide, and click Install. The 

Certificate should appear on the NetScaler. 

Create a Content Rewrite Policy 

To point the NetScaler virtual servers to the correct URL for Outlook Web App 

access, create a content rewrite policy for the request from the NetScaler to the 

Exchange 2010 Client Access server. 

On the NetScaler, navigate to Rewrite > Actions and click Add. Copy the 

information from the following screen shot, and click Create. 










































































